
Panel filters of type PPF5 and PPF10 
for fancoils

                                              
Panel filters  of  type  PPF5  and  PPF10 for 

fancoils provides rough cleaning of incoming air supplied 
into rooms and protect internal surfaces of fancoils from 
pollution.

CHARACTERISTICS

                     

Filter type Filter class 
by EN 779

Unit air load, m3/
hхm2 (speed, m/s)

Initial pressure 
drop

Dimensions, mm

depth width and height

PPF 5

PPF10

G2

G2

5400
(1,5)
5400
(1,5)

15

20

5

10

manufactured by 
request

                                                                                                           
     

GENERAL DESIGN

         Filter PPF5 consist of framework made of the rod sheathed with filter media. Depending on the 
made sizes rod framework is equipped with additional crosspieces. These additional crosspieces hold 
filter media in air stream.

      Filter PPF10 consist of the galvanized framework with thickness of 10 mm inside which filter 
media is laid. On the part of inlet and outlet the supporting mesh is established. Depending on the 
size of filters PPF10 can be equipped with additional crosspieces also.

MAINTENANCE

       Filters PPF5 and PPF10 are disposable and are not regenerated. After full pollution (achievement 
of final resistance) filters should be replaced on new.
  

     Fig. 1 Filters of type PPF5 and PPF10


