
Aspiration unit for wood dust of type AU

Aspiration units of type  AU are  used for removal of shavings, sawdust, and dust 
from woodworking equipment by drawing out them from a zone of cutting followed by 
filtration and accumulation in a special bag-collector.

THE DESIGN OF THE UNIT PROVIDES:

- capability  of  operation  in  various  woodworking 
facilities  -  from  small  workshops  to  large 
manufactures; 

- fast action in preparation procedure;
- significant economy of thermal energy due to return 

of cleaned purified air to a work room;
- economy due to connection of the unit  directly to a 

tool;
- installation of the unit without setting up of a special 

place;
- waste  removal  practically  from  any  kind  of 

woodworking equipment;
- capability of equipment cleaned after work is over.   Fig. 1 AU

                                     

CHARACTERISTICS 

                                                                                                                              Table 1
Parameters AU-2000 AU-2500 AU-4200 AU-7000
Volume air flows, m3/h 2000 2500 3500 7000
Number of bag filters 1 2 3 4
Volume of collector, m3 0,2 0,4 0,6 0,8
Number of inlets 1 2 1 1
Diameter of inlet, mm 160 100 200 240
Type of motor (three phase) 4АМ  80А2 5АМ 80А2 АM 90А2 АM 100L2
Power, kW 1,5 2,2 3,0 5,5
Input voltage, V 220/380 220/380 220/380 220/380
Efficiency, % 99 99 99 99
Resulting under pressure , Pa 300 300 350 450
Dimensions, mm: 
Length
Width
Height

1000
500

2030

1000
1200
2030

2700
700
2300

1700
1100
2300

Weight, kg 55 70 95 120
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